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Abstract
This document provides a Technical Report on Originating Party Spoofing in IP Communication Networks.  It describes problems associated with originating party spoofing in IP communication networks, identifies potential mitigation options, analyze pros and cons of mitigation options.
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The Alliance for Telecommunications Industry Solutions (ATIS) serves the public through improved understanding between carriers, customers, and manufacturers. The [COMMITTEE NAME] Committee [INSERT MISSION]. [INSERT SCOPE]. 
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Suggestions for improvement of this document are welcome. They should be sent to the Alliance for Telecommunications Industry Solutions, [COMMITTEE NAME], 1200 G Street NW, Suite 500, Washington, DC 20005.
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Scope, Purpose, & Application
Scope
This technical report provides a framework for signaling verified Caller ID information from the network to a User Equipment (UE), and displaying the information on the UE in a uniform manner, independent of technology.

Purpose
 

Application
.

Normative References
The following standards contain provisions which, through reference in this text, constitute provisions of this Standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, and parties to agreements based on this Standard are encouraged to investigate the possibility of applying the most recent editions of the standards indicated below.

Definitions, Acronyms, & Abbreviations
For a list of common communications terms and definitions, please visit the ATIS Telecom Glossary, which is located at < http://www.atis.org/glossary >.

Definitions
Caller identity: The originating phone number included in call signalling used to identify the caller for call screening purposes.In some cases this may be the Calling Line Identification or Public User Identity. For the purposes of this study, the caller identity may be set to an identity other than the caller’s Calling Line Identification or Public User Identity.

Acronyms & Abbreviations

	ATIS
	Alliance for Telecommunications Industry Solutions



Architecture 
Editor’s note: add figure illustrating various access technologies and a variety of device types (UEs).
Signaling of Verified Caller ID

Display Requirements

Related SDOs and Fora
3GPP
GSMA
Cable Labs
[bookmark: _GoBack]Consumer Electronics

Conclusions


Annex A
(normative/informative)

A	XXXX
This annex will document supportive material


1
